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HP Preklapacka

Vekova kategoria: 4-6 rocni

Bezpecnostna zona/ Impact zone

Bezpecny povrch v zmysle/ Safety surface required according to the standard EN 1176-1
Povrch terénu v zmysle/ Floor covering acording to standard EN 1176-1 and EN 1177
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Situacia / Site plan
£
InStalacia/INSTALLATION

Zaklady/Types of foundation: Prosty betdn/concrete base
Pokryv terénu/Floor covering: Kéra - hrubka vrstvy 300 mm of wood chips / Velkost kuskov/grain size (mm) 5 to 30
Nahradné diely/Availability of replacement parts: Preliezky Trubini spol. s ro.

Rozmery/General Dimensions

V zmysle/According to the standard EN 1176-1
Tolerancie max/Tolerances: 3 %
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Rezopohlad/ Section - Elevation AA
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VYKRES: PRELIEZKY-TRUBINI
MIERKA:  1:50 DATUM:  08.04.2013
OZNAS.: HP ZAKAzZKA: 013005




Preliezka D16

Vekova kategoria: 5-8 rocni

10900

Rozmery/General Dimensions

V zmysle/According to the standard EN 1176-1
Tolerancie max/Tolerances: +3 %

/ ~_ Material a povrchova Uprava
/ \ Agatové drevo,odkorené/ Acacia wood, peeled
Remmers Induline GW310/ water soluble finish
/ \
/ \ Bezpecnostnazona/ Impact Zone
7 1500mm-osadené na udrziavanom travniku
X \ 1500mm around - set on a maintained grass area
\
\ \
~ \
Z )
w O 0 \
O 0 7
O u
=" -
| 0 0 SEN
O 0 e
\ = a
0 0
0
B = . +
— 3
o ‘ =
: + - :
‘ ‘ [T
‘ T |
| Seshiag -
AN
Bezpetna zéna/Security Area j
N
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InStalacia/INSTALLATION , PRELIEZKY-TRUBINI
VYKRES: -
Zaklady/Types of foundation: Prosty beton/concrete base
Pokryv terénu/Floor covering: UdrZiavany travnik/Maintained grass MIERKA:  1:50 DATUM:  11.10.2015
Nahradné diely/Availability of replacement parts: Preliezky Trubini spol. s ro. oAS:  D16-BEZRECNA-ZONA ShkAZKA 013005




Preliezka D16

Vekova kategoria: 5-8 roc¢ni
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Podorys/ Top view CC AN F-80
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Instalacia/INSTALLATION

Zaklady/Types of foundation: Prosty betdn/concrete base
Pokryv terénu/Floor covering: UdrZiavany travnik/Maintained grass
Nahradné diely/Availability of replacement parts: Preliezky Trubini spol. s ro.

Strieska/ Roof plan
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1750 b 1150

Podlaha

Rozmery/General Dimensions

V zmysle/According to the standard EN 1176-1
Tolerancie max/Tolerances: +3 %

Material a povrchova Uprava

Agatové drevo,odkorené/ Acacia wood, peeled
Remmers Induline GW310/ water soluble finish

Bezpecnostnazona/ Impact Zone

1500mm-osadené na udrziavanom travniku
1500mm around - set on a maintained grass area
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Rezopohlad/ Section - Elevation DD

VWKRES: PRELIEZKY-TRUBINI
MIERKA:  1:50 DATUM:  11.10.2015 04/ 03
O0ZNAC: D16-PODORYS-A-POHLAD-DD | zAkazkA: 013005




Preliezka D16

Vekova kategoria: 5-8 rocni
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. Rozmery/General Dimensions
s V zmysle/According to the standard EN 1176-1
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Rezopohlad/ Section - Elevation AA Rezopohlad/ Section - Elevation CC
InStalacia/INSTALLATION , PRELIEZKY-TRUBINI
VYKRES: -
Zaklady/Types of foundation: Prosty betdn/concrete base
Pokryv terénu/Floor covering: Udrziavany travnik/Maintained grass MIERKA:  1:50 DATUM:  11.10.2015
Nahradné diely/Availability of repl : Preliezky Trubini spol. s ro.
ahradné diely/Availability of replacement parts: Preliezky Trubini spol. s ro oma:  D16-POHLADY Zhkazka 013005






